
Upgrading to the EasyUp Buckle from the Standard Buckle

 1. Determine if the EasyUp Buckle will work on your boot.
  a. Examine the inside of your boots tongue.  If the boot has a recessed area at the  
   inside of the tongue shaped like a dog bone the EasyUp Buckle will work.
 2. Remove the old cable and buckle
  a. First, examine the boot to see how the cable and buckle are attached and how  
   the cable is laced through the boot.
  b. Remove the screws that fasten the buckle to the front of the boot.  Try to keep  
   the dog bone washer and T-Nuts in place.
  c. Remove the top side screws on both sides of the boot.
  d. Remove the white rollers.  (The white rollers will not be used)
 3. Attach the EasyUp Buckle
  a. Fasten the EasyUp Buckle in place by tightening both screws.
 4. Attach the cable ends
  a. Push the cable through the slots on both sides of the boot.
  b. Position the loop at the end of each cable so it will accept the side screw.
  c. Fasten both side screws and make sure they go through the cable ends.  If you  
   have are using a boot without an Easyboot Gaiter use the included screws.
  d. Tighten all screws on the boot.

Replacing an EasyUp Buckle

 1. Remove the old cable and buckle
  a. Remove the screws that fasten the buckle to the front of the boot.  Try to keep  
   the dog bone washer and T-Nuts in place.
  b. Remove the top side screws on both sides of the boot.
  c. Pull the existing cable out.
 2. Attach the EasyUp Buckle
  a. Fasten the EasyUp Buckle in place.
 3. Attach the cable ends
  a. Push the cable through the slots on both sides of the boot.
  b. Position the loop at the end of each cable so it will accept the side screw.
  c. Fasten both side screws and make sure they go through the cable ends.
  d. Tighten all screws on the boot.

Replacing a Cable on the EasyUp Buckle

 1.  Remove the old cable and buckle
  a. Remove the screws that fasten the buckle to the front of the boot.  Try to keep  
   the dog bone washer and T-Nuts in place.
  b. Remove the top side screws on both sides of the boot.
  c. Pull the existing cable out.
 2.  Insert the new cable.
  a. Slide the new cable through both holes in the EasyUp Buckle base.
  b. Slide the cable clamp over the cable and push cable into a small loop.  Crimp  
   cable to match the other end.
 3. Attach the cable ends
  a. Push the cable through the slots on both sides of the boot.
  b. Position the loop at the end of each cable so it will accept the side screw.
  c. Fasten both side screws and make sure they go through the cable ends.
  d. Tighten all screws on the boot.


